
International Association of Scientific Innovation and Research (IASIR) 
(An Association Unifying the Sciences, Engineering, and Applied Research) 

 

               International Journal of Emerging Technologies in Computational 

and Applied Sciences (IJETCAS) 

www.iasir.net  

  IJETCAS 13-436; © 2013, IJETCAS All Rights Reserved                                                                                                                Page 592 

ISSN (Print): 2279-0047  

ISSN (Online): 2279-0055 

DESIGN & IMPLEMENTATION OF DIGITAL UP CONVERTOR FOR 

WCDMA  SYSTEMS 
Harjinder Singh, Mandeep Kaur 

University College of Engineering     

Punjabi University, Patiala                  

 

Abstract: This paper will discuss the design and implementation of the digital up converter (DUC) in MATLAB. 

DUC is a digital circuit which generates digital intermediate frequency (IF) signal from low complex digital 

baseband signal. The DUC provides pulse shaping, interpolation  and  frequency  translation  where the 

upsampled signal is shifted from centered frequency (0Hz) to intermediate frequency. The DUC is designed for 

digital signal processing applications and wireless communication systems along with capability of flexible 

digital filtering. 

Keywords—Digital up converter (DUC) , Finite Impulse Response filter(FIR) , Wide band Code Division 

Multiple Access (WCDMA), Cascaded Integrator and Comb filter (CIC) , Intermediate Frequency (IF) 

 

I. INTRODUCTION 

DUC are extensively used in the radio systems. They are more popular than their analogue counterparts 

because of small size, low power consumption and accurate performance. The DUC converts the signal at the 

output of digital  to analog convertor (ADC), centered at complex baseband signal to the intermediate frequency 

(IF). In addition, DUC also interpolates the baseband signal without affecting its spectral characteristics. This 

paper discusses the DUC for the WCDMA system and implements them on the Matlab. WCDMA is a leading 

choice of data communication in the wireless industry nowadays and is selected as the air interface for the 

UMTS. WCDMA supports a higher data rate and is less susceptible to narrowband interferers  and multipath. [5] 

 

II. SYSTEM REQUIREMENTS 

   DUC must be designed to satisfy the 3
rd

 generation partnership project (3GPP) specification which defines the 

transmission and reception required for base station radio of WCDMA. 

 

 
Fig 1 Front end block diagram for WCDMA 

DUC and DDC  (Digital Down Converter)   are integral part of a communication system, which are used to 

convert the sample rate of the signal. Digital up conversion is required when a signal is translated from baseband 

to intermediate frequency (IF) band. Digital down conversion is required when a signal is con verted from IF 

band to baseband. In addition to sampling rate conversion, DUCs and DDCs typically include frequency shifting 

using mixers. The structure of a DUC or DDC depends mainly on the conversion ratio. For WCDMA systems, 

the conversion ratio is typically in the order of 8. DDC for WCDMA standard with decimation factor of 8 is 

designed. Fig 2 shows the top level front end lock diagram of WCDMA.[3]  
Table 1. Specification for downlink receiver path[1] 
Parameters  Values 

Input signal quantization  14 bits 

Output signal quantization  16 bits I & Q 

Mixer properties Tunability:  Variabile 

IF sample rate 61.44 MCPS 

No. of carriers  1 

Carrier bandwidth 5 Mhz 

DDC output rate  7.68 MSPS 
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III.   DUC DESIGN 

The DUC provides pulse shaping, interpolation, and frequency translation to the single-carrier baseband 

WCDMA signal from 0 Hz to a set of specified center frequencies. It is designed to meet the 3GPP TS 25.104 

specification, which defines the transmission and reception requirements for the base station radio. Basic 

diagram of DDC is shown in fig 2. 

 

 
Fig 2 Basic diagram of DUC[6] 

A DUC is a digital circuit which converts a digital baseband signal to a passband signal. The input baseband 

signal is sampled at a relatively low sampling rate, typically the digital modulation symbol rate. The baseband 

signal is filtered and converted to a higher sampling rate before modulating a direct digitally synthesized (DDS) 

carrier frequency. 

The input signals are passed through three filtering stages. Each stage first filters the signals with a lowpass 

interpolating filter and then performs a sampling rate change. The DUC is a cascade of two FIR Interpolation 

Filters and one CIC Interpolation Filter. The first FIR Interpolation Filter is a pulse shaping FIR filter that 

increases the sampling rate by 2 and performs transmitter Nyquist pulse shaping. The second FIR Interpolation 

Filter is a compensation FIR filter that increases the sampling rate by 2 and compensates for the distortion of the 

following CIC filter. The CIC Interpolation Filter increases the sampling rate by 32. 

The filters are implemented in fixed-point mode. The input/output word length and fraction length are specified. 

The internal settings of the first two filters are specified, while the internal settings of the CIC filter are 

calculated automatically to preserve full precision. The designed model of DUC is shown in fig. 3. 

 
Fig 3 DUC Model Design Using Matlab 

 

 

IV.  RESULTS 

The DUC is designed using Matlab. The following results are concluded. 
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Fig 4 Input signal 

The input signal of DUC is shown in fig4 .The input DUC is a 1 carrier WCDMA composite signal whose total 

power is set at the level of 30db below the desired signal.  

The Periodogram block estimates the power spectral density or mean-square spectrum of the input. It does so by 

using the periodogram method and Welch's averaged, modified periodogram method. The block averages the 

squared magnitude of the FFT computed over windowed sections of the input. It then normalizes the spectral 

average by the square of the sum of the window samples. The block treats M-by-N frame-based matrix input 

and M-by-N sample-based matrix input as M sequential time samples from Nindependent channels. The block 

computes a separate estimate for each of the N independent channels and generates an Nfft-by-Nmatrix output.[8] 

Each column of the output matrix contains the estimate of the power spectral density of the corresponding input 

column at Nfft equally spaced frequency points. The frequency points are in the range (0,Fs), where Fs is the 

sampling frequency of the signal. The block always outputs sample-based data. The transmission of DUC is 

shown in fig. 5. 

 
Fig 5 Transmission Of DUC 

In statistical signal processing, the goal of spectral density estimation is to estimate the spectral density (also 

known as the power spectrum) of a random signal from a sequence of time samples of the signal. Intuitively 

speaking, the spectral density characterizes the frequency content of the signal. The purpose of estimating the 

spectral density is to detect any periodicities in the data, by observing peaks at the frequencies corresponding to 

these periodicities. 

SDE should be distinguished from the field of frequency estimation, which assumes a limited (usually small) 

number of generating frequencies plus noise and seeks to find their frequencies. SDE makes no assumption on 

the number of components and seeks to estimate the whole generating spectrum.[8] 

 
Fig 6 Output of DUC 

The output of DUC is shown in fig. 6. This window estimates the power consumption with the frequency . The 

power consumption has been estimated in terms of db and the frequency has been estimated in terms of 

KHZ.The maximum power attained by this system is -20 db. 

 

V.  CONCLUSIONS 

WCDMA is an emerging wireless communication system that can provide broadband access with large 

coverage area. In the present work an effort is made to reduce the cost of WCDMA system. From the study of 
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literature related to WCDMA systems, it is concluded that DUC is the integral part of a WCDMA system and 

can provide further lead in improvement and up gradation. Study also shows that decimator filters required for 

DUC consumes significant hardware resources. So an efficient design in term of filter 

structure/configuration/architecture DUC can be implemented to an efficient and low cost WCDMA system for 

efficient and improved transmissions As higher bandwidh can lead to more data rate and also design of digital 

systems at large bandwith is of great challenge.  The computational efficiency of any filter structure is 

determined by the number of multiplications per output sample. As compared to the conventional FIR 

interpolator structure, the direct form structure reduces the number of multiplications by decimation factor. 
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